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PROJECT LOCATION MAPZONING MAP

PARKING

NUMBER OF SPACES REQUIRED BASED ON LOCAL REQUIREMENTS:

1.5

Spaces per

1 SUITE/OCCUPANCY UNIT

NUMBER OF SPACES REQUIRED =

RATIO PER

UNIT AREA

x SUITES = 1.5 x 270 = 405 SPACES REQUIRED

ACTUAL PARKING RATIO BASED ON NUMBER OF SPACES PROVIDED:

No. of Spaces per

1 S/OU =

No. of Spaces

x 1

=

405 x 1

=

1.500

SPACES

PER S/OU

# S/OU 270

WHITPAIN TOWNSHIP ZONING TABLE

ZONING DISTRICT: R-E - Research and Engineering 

(1)
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ITEM PERMITTED/REQUIRED EXISTING Lot PROPOSED Lot

Land Use:

Corporate Rental Suites

(2)

Office, Warehouse Corporate Rental Suites

Lot Area:

   Min. Tract Size 10 Acres 12.11Acres 12.11Acres

   Max. Tract Size 15 Acres 12.11Acres 12.11Acres

Min. Lot Frontage

1000 FT 1505 FT 1505 FT
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Unit Density

   Max. Suite/Occupancy Units Per Developable Acre

25 N/A 22

Total Units

   Min. Suite/Occupancy Units

100 N/A 270

   Max. Suite/Occupancy Units

300 N/A 270

Unit Mix

   Studio and/or one-bedroom (minimum) 

(3)

50% N/A 54%

Building Height/Stories:

50 FT/4 Stories <50FT <50FT

Maximum Building Coverage

30% 19% 16.5%

Maximum Impervious Coverage

40% 42.2% 39.9%

Minimum Green Space 

(4)

50% 57.8% 60.1%

   Site Green Area - 57.8% 56.2%

   Courtyard Green Area

- N/A 3.9%

Min. Amenity Space Per Suite/Occupancy Unit

40 SF N/A 50FT

Minimum Yards/Setbacks:

   Min. Front yard

50 FT 51FT 101FT

   Min. Side Yard 

(5)

50 FT 188 FT 210FT

   Min. Rear Yard 

(6)

50 FT 49FT 51FT

   Min. Parking Setback

50 FT 51FT 50FT

Min. Distance Between Buildings

35 FT 112FT N/A
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Car Parking Space Size:

   Standard Space Size

9.5 FT x 19 FT 9.5 FT x 19 FT 9.5 FT x 19 FT

Car Parking Spaces:

   Min. Number of Spaces per Suite/Occupancy Unit

1.5 N/A 1.5

        On-Site - N/A 0.4

        Garage

- N/A 1.1

   Min. Number of Spaces

405 161 405

        On-Site - 161 118

        Garage

- N/A 287

   Min. Aisle Width 25 FT 18FT 25FT

Minimum Distance of Access from Intersection 200 FT 292FT 295 FT

Lot Accesses:

   Min. Driveway Access Width

25 FT 28FT 25FT

Minimum Curbline Radius 25 FT 11.2FT 30FT
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Maximum Signage per curb cut

40 FT N/A 40FT

Maximum Signage

200 FT N/A 80FT

Maximum sign per building

1 N/A N/A

Maximum directional signs per street

2 N/A N/A
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(1) All data referenced from Land Use Ordinance from Whitpain Township.

(2) Corporate Rental Suites allowed as conditional use in the R-E Research and Engineering Zoning District per Ordinance No. X

amending Chapter 160 of the code of the township of Whitpain.

(3) Units with three or more bedrooms shall not be permitted

(4) The minimum green space shall be equal to 50% of the developable acreage of the tract to be developed. Areas devoted to

stormwater manageement shall be permitted to be included in the required minimum Green Space.

(5) There shall be two side yards on each lot, which shall have an aggregate width of not less than 150 ft. When a side yard abuts a

street, it shall have a width of not less than 100 ft.

(6) When a rear yard abuts a street, it shall have a depth of not less than 100 ft.
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